
Internal roller blinds from Griesser.
Soloroll®

WIDTH
min. 400 mm
max. 3200 mm

HEIGHT
min. 400 mm
max. 4500 mm

SURFACE AREA
max. 9 m2, single awning
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Soloroll® Box

Soloroll®

TECHNOLOGY IN DETAIL
1	 Fabric spindle
2	 Box (cover)
3	 End rail

ROLLER BLIND FOR INTERNAL APPLICATION

Soloroll® Box with chain block

Soloroll® with motor drive

End rail
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Box 55
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Box 55 without guides Box 70 Cable guide Box 70 Guide rails

Vertical and horizontal sections
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VERSION WITH BOX

Soloroll® Box 55

Type of guide rails Operation Farbic Width 
max.

Height 
max.

Surface 
max.

without guides
Cable guide
Guide rails
Guide rails Fix

Polaris 2000 2700 2 m2

Polaris  
Darkening

1500 1500 1.5 m2

Sirius 2200 1800 2 m2

Vega 2200 1500 2 m2

Soloroll® Box 70

Type of guide rails Operation Fabric Width 
max.

Height 
max.

Surface 
max.

without guides
Cable guide
Guide rails
Guide rails Fix

Polaris

2400 3000

7 m2

Polaris  
Darkening

3 m2

Sirius 7 m2

Vega 5.5 m2

without guides
Cable guide
Guide rails
Guide rails Fix*

  

Polaris

2800

3500 9 m2

Polaris  
Darkening

2000 5.5 m2

Sirius 2500 5.5 m2

Vega 2000 5.5 m2

*Version Fix: Width max. 2400, Height max. 3000

Strangulation hazard!
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Box 90 without guides Box 90 Cable guide Box 90 Guide rails

Vertical and horizontal sections
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Fabric and end rail
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Fabric and end rail
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VERSION WITH BOX

Soloroll® Box 90

Type of guide rails Operation Fabric Width 
max.

Height 
max.

Surface 
max.

without guides
Cable guide
Guide rails
Guide rails Fix*

Polaris

3000 3000

8 m2

Polaris 
Darkening

3.5 m2

Sirius 8 m2

Vega 7 m2

without guides
Cable guide
Guide rails
Guide rails Fix*

  

Polaris

3200

4500

9 m2**

Polaris 
Darkening

3500

Sirius 4000
Vega 4500

*Version Fix: Width max. 2400, Height max. 3000
**Version wound with Polaris opaque, surface max. 6 m2

Strangulation hazard!

** Operation with bead chain
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Bearing 60

Bearing 80 without guides Bearing 80 Cable guide Bearing 80 Guide rails Fix

Vertical and horizontal sections

Bearing 80

28 Fabric and end rail 28
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Fabric and end rail
L / bk

VERSION WITH BEARING

Soloroll® 60

Type of guide rails Operation Fabric Width 
max.

Height 
max.

Surface 
max.

without guides
Cable guide
Guide rails
Guide rails Fix

Polaris 2000 2700 2 m2

Polaris  
Darkening

1500 1500 1.5 m2

Sirius 2200 1800 2 m2

Vega 2200 1500 2 m2

Soloroll® 80

Type of guide rails Operation Fabric Width 
max.

Height 
max.

Surface 
max.

without guides
Cable guide
Guide rails
Guide rails Fix*

Polaris

3000 3000

8 m2

Polaris 
Darkening

3.5 m2

Sirius 8 m2

Vega 7 m2

without guides
Cable guide
Guide rails
Guide rails Fix*

Polaris

3200 3500

9 m2

Polaris 
Darkening

5 m2

Sirius 9 m2

Vega 9 m2

without guides
Cable guide
Guide rails
Guide rails Fix*

Polaris

3200

4500

9 m2

Polaris 
Darkening

4500

Sirius 4000
Vega 4500

*Version Fix: Width max. 2400, Height max. 3000
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TYPE OVERVIEW OF VARIANTS

Soloroll® Box

Type Operation Type of guide rails
Standard Fix Cable Without

Soloroll® Box 55 • • • •
Soloroll® Box Fix 55 • •
Soloroll® Box 70 • • • • • •
Soloroll® Box Fix 70 • • • •
Soloroll® Box 90 • • • • • •
Soloroll® Box Fix 90 • • • •

Soloroll®

Type Operation Type of guide rails
Standard Fix Cable Without

Soloroll® 60 • • • •
Soloroll® Fix 60 • •
Soloroll® 80 • • • • • •
Soloroll® Fix 80 • • • •

Strangulation hazard!

Rear wall profile for connector and 
radio receiver with Soloroll® Box 70, 
Soloroll® Box 90 and Soloroll® 80 (option).

Profile for connection of baerings with 
Soloroll® 80 (option).
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COLLECTION SOLOROLL®

POLARIS fabric world – Polyester material with PVC.
Polyester is very strong and resistant to abrasion.

Collection
Selection of: Soltis 99, Soltis Blackout B99; B702 and B990.

Weight Thickness Fire classification (dep. on the type of fabric)
0.29 – 0.75 kg 0.32 – 0.60 mm M1 / B1 / VKF 5.2 /B-s2,d0 / M2

SIRIUS fabric world – Polyester material without PVC.
Loose polyester material is characterized by odor neutrality.

Collection
Selection of: Verosafe 12.121, Verosafe 12.228, Starlet, Carina.

Weight Thickness Fire classification (dep. on the type of fabric)
0.17 – 0.27 kg 0.35 – 0.49 mm M1 / B1

VEGA fabric world – Glass.
Glass fiber fabric is very flame-retardant.

Collection
Selection of: Screen Vision 10% and Satiné 5500 LowE.

Weight Thickness Fire classification (dep. on the type of fabric)
0.34 – 0.52 kg 0.42 – 0.65 mm M1 / B-s3,d0 / B1
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PLANNING AND OPERATING IN-
STRUCTIONS
The country-specific fire classification 
requirements for indoor materials should 
be complied with (see Soloroll® fabric 
collection).
To avoid strangulation, products with 
bead chains as operating elements 
must be kept out of the reach of small 
children. Beds, furniture, etc. must be 
placed at a safe distance from the oper-
ating elements. The operating elements 
must not be tied together so that no 
loops can form.

DESIGN DESCRIPTION

Fabric spindle
34 mm tube made of extruded aluminum, for operation with chain or crank, 48 mm 
for operation with 230V motor. Tube with groove for fastening the fabric.

Soloroll® Box
Box-form Design, open below for rolling and unrolling the fabric on both sides. Box 
made of extruded aluminum with 55, 70 and 90 mm.

Soloroll®

Bearing made of die-cut and enameled steel, with plastic caps for covering the mecha-
nism, 60 and 80 mm bearing.

Without guides
Basic version for installation of the product at locations without air movement.

Cable guide
Inconspicuous guide for the end rail through cable made of polyamide, 2 mm diam-
eter. Fastening underneath by means of cylindrical cable tensioner.

Guide rails
Guides made of extruded aluminum, simple or fixed (Box Fix) for a rigid guide for the 
end rail.

End rail
Arched end rail, height 25 mm, made of extruded aluminum, with plastic end caps. 
Central fastening of the fabric by means of a groove.

COULORS

Surface treatment
Available in 100 GriColors in the following tones: Glass  &  Stone, Sun  &  Fire, 
Water & Moss and Earth & Wood. Profiles also colorless anodized or in RAL standard 
colors.

Colors for plastic parts
Plastic parts (bearing caps, end caps for the end rail, bead chain ...) in white, gray 
or black.

FABRICS

Collection Soloroll®

Available in three standard fabric families: Polaris and Sirius are tear-resistant techni-
cal polyester materials, Vega are fiberglass-based materials.


